
BEWELL HOUSE, BEWELL STREET, 
HEREFORD HR4 0BA

OFFICES & PREMISES WITH PARKING WITHIN THE CITY OF HEREFORD  

GUIDE PRICE - £795,000 

VIEW BY APPOINTMENT ONLY  •  CONTACT: 01432 267213



Arkwright Owens Chartered Surveyors have the pleasure 
of selling the freehold of the impressive office building 
known as Bewell House, a fine Grade II* Listed Building 
with vacant possession.

Bewell House is Grade II* Listed and dates from the 18th 
Century, formerly a house and converted into office use 
in the 20th Century. Bewell House is of three storeys 
with ground, first, second floors, with cellar and attic. 
There is a Victorian two storey extension to the main 
house to the west elevation.

Bewell House is beautifully finished in red brick with 
steps up to the front door in the centre of the building. 
The roof space contains King Post Trusses under an 
under felted slate roof.  The interior has some interesting 
features including the 18th Century cantilevered “dog 
leg” staircase noted in the National Listing, as well as 
high skirting boards, picture rails, plaster cornices, and an 
impressive decorative fire place in one first floor office. 
The property was extensively restored in 1985.

The net internal area of Bewell House is: 4876 sq.ft, 453 
sq.m and a site area of 0.129 hectare or 0.3 acre.

Area Sq.ft Sq.m
Ground Floor 1636 152

First Floor 1248 116

Second Floor 819 76

Cellar 1173 109

Total 4876 453

BEWELL HOUSE, BEWELL STREET, 
HEREFORD - OFFICE & PREMISES

DEVELOPMENT POTENTIAL

HISTORIC ENGLAND LISTING OF BEWELL HOUSE, 
HEREFORD   SO5040SE BEWELL STREET 683-1/6/36 
(North side) 22/11/72 Bewell House GVII* 

House, now offices. Mid C18. Brick; Welsh slate roof; 
brick end stacks. EXTERIOR: 3 storeys; 5-window range: 
C20, 9/9 sashes in moulded cases, under gauged brick 
flat arches; 6/6 sashes over. Central entrance: steps to 
part-glazed panelled door and ornamental fanlight, 
under C20 restored open pediment wood hood on 
consoles and plain pilasters; flanked by pairs of 9/9 

sashes under gauged brick flat arches; moulded cornice 
overall. C19 projecting 2-storey wing, to left, with 
paired C20, 6/6 sashes under gauged brick flat arches. 
Thoroughly restored c1985. 

INTERIOR: C18 dogleg staircase with turned balusters, 
and moulded string and rail, to attic. Attic: plank 
door. 2nd floor: exposed timbers. 1st floor: cornices; 
picture-rails; architraves to windows; 4-panel door; C18 
fireplace with modillioned cornice. Ground floor: 6-panel 
enriched doors and architraves; 6-and 4-panel doors with 
architraves; cornices; panelled shutters and reveals to 

windows; skirting. Cellar: flagstone floors; brick-arched 
bins; plank doors; stone and brick-lined.

Listing NGR: SO5073940088v

HISTORIC LISTING

The 2015 Pre-Planning Application states that 
sympathetic conversion is needed to protect the 
staircase and sash windows to the south elevation. The 
corridors that protect the dog-leg stairs, do so for fire 
protection purposes, so by removing those corridors 
could provide an open-plan layout.

The cellar is unlikely to be convertible, but useful as 
storage for occupiers of the apartments. There may 

be scope for a ninth apartment within the roof space, 
subject to design.

The headquarters building exterior could be enhanced 
with new block paving and better security separating 
it from the supermarket next door. There are four 
sizeable trees without tree preservation orders within 
the front garden which provide shade and privacy and an 
appropriate setting for the office headquarter building.

Proposed Areas Sq.ft Sq.m

Ground Floor Unit 1 568 53

Ground Floor Unit 2 592 55

Ground Floor Unit 3 700 65

First Floor Unit 4 367 34

First Floor Unit 5 367 34

First Floor Unit 6 700 65

Second Floor Unit 7 464 43

Second Floor Unit 8 367 34

Gross Internal Areas 4125 383



EXISTING FLOOR PLANS



PROPOSED FLOOR PLANS



RECEPTION HALL 2.5m x 5.8m (8’2” x 19’)
Wide front door with decorative fan light over wide door with 
obscure glazing and three locks with dead locks. Large matt 
well. Wide hall with dado rail, wood panelling and radiator with 
thermostatic control valve, two brass power sockets. Moulded 
plaster cornice. Pendant light with six glass lamp shades. Door 
to basement below cantilevered staircase.

LOBBY  0.9m x 4.4m + 1m x 0.32m (3’1” x 14’4”+ 3’2” x 1”)
The corridor to access the reception, office & server room.

OFFICE ROOM 1 3.5m x 3.4m (max)
Sash window to rear courtyard, high level skirting board, picture 
rail, pendant light.

SERVER ROOM 3.6m min x 2m (11’8” x 6’5”)
Timber casement window with window bars, high level skirting 
board, and wall mounted air conditioning fan, close carpeting 
and panelled door.

RECEPTION AREA 6.1m x 4.7m (20’ x 15’4”)
With two sash windows facing south with fitted blinds, 
radiators with heat control valves. Pendant lanterns as other 
offices. Plaster cornice and picture rail. An area of Georgian 
wire glazing facing the hall way. Oak return from former 
reception front counter.

LOBBY    1.1m x 1.4m (3’6” x 4’5”)
Close carpeted, skirting board, and wall mounted RCD.

INNER LOBBY  1.1m x 2.8m (3’6” x 9’1”)

KITCHEN LOBBY 1.2m x 1.8m (3’9” x 5’9”)
With vented Cleaners Cupboard 0.64m x 1m (2’ x 3’2”) 

KITCHEN  2.4m x 1.8m (7’8” x 5’9”)
Panelled entrance door, extractor fan, stainless steel sink and 
draining board. Non-slip flooring, wall mounted cupboard 
space, space for a freestanding fridge freezer, tiled splash-back 
and work surfacing.

OFFICE 2  3.9m x 4.6m (12’7” x 15’)
Close carpeted room with timber casement sash window over-
looking the rear courtyard.

BACK HALL  5.9m x 1.3m (19’3” x 4’2”)
Steps down to rear corridor and wide panelled door with 
obscure glazing, moulded cornice, pendant light. Radiator with 
control valve.

CONFERENCE ROOM 6.7m x 5.2m (21’9” x 17’)
Wide panelled door into a large meeting room, with two 
pendant lights, two radiators. Wall decoration dado rails, and 
picture rail around the room.  Sash windows with fitted blinds.

MENS WC 2.7m x 2.8m (8’8” x 9’4”)
Non-slip flooring, two urinals, two inset sinks with tiled splash 
back and fitted mirror, two cubical WC’s. Timber casement 
windows with security bars fitted to window frames. Central 
fluorescent strip lights, Newlec hand drier. Radiator with 

control valve. Hot water via an independent water heater. A 
cupboard behind the door for toilet supplies.

LADIES WC 2.4m x 3.1m (7’8” x 10’1”)
Three WC toilet cubicles, two inset sinks with tiled splash 
back and mirror. Centrally situated fluorescent light.  Fitted 
bars to windows. Radiator with control valve. Access to a loft 
space, as the toilet block is a single storey building.

FIRST FLOOR LANDING 2.6m x 3.8m (8’5” x 12’4”)
The cantilevered staircase is the main feature of Bewell 
House, has a gentle rise to the first floor landing. Panelling to 
oak handrail, radiator and three power sockets.

LOBBY 0.8m x 1.7m (2’6” x 5’5”)
Moulded cornice along the lobby with picture rail and 
pendant light.

OFFICE  4.7m x 4.1m (15’4” x 13’4”)
Four double power sockets, and two radiators. Timber 
casement window with fitted blinds facing the rear 
courtyard.

OFFICE 4.7m x 1.9m + 0.95m x 2.8m (15’4” x 6’2” + 3’3” 
x 9’1”)
With fluorescent lighting, power sockets, radiators and sash 
windows with fitted blinds.

FIRST FLOOR LOBBY  4.5m x 1.3m (14’7” x 4’2”)
High ceiling with timber casement sash windows facing the 
front of Bewell House, gate intercom and timer for lighting.

OFFICE 4.5m x 5.6m (14’7” x 18’3”)
Original cast iron fireplace with cast iron grate with 
decorative mantelpiece, eight double power outlets. Two 
sash windows and close carpeting.

LOBBY 0.86m x 1m (2’8” x 3’2”)
The end gable wall creates a lobby to the conference room 2.

CONFERENCE ROOM 2 8.2m x 5.1m (26’9” x 16’7”)
An impressive room with windows to the front and the 
courtyard view to the rear. With loft access and two pendant 
lights with six flutes per pendant. Two sash windows to 
the front and two to the back. Eight double power sockets. 
Cupboard - 0.8m x 0.7m (2’6” x 2.2”)

STAIRS TO SECOND FLOOR LANDING
The cantilevered Listed Staircase width of 1.2m (3’9”) 
provides a low rise to the second floor.

LANDING LOBBY  2.4m x 0.89m (7’8” x 2’9”)

LOBBY 0.8m x 2.3m (2’6” x 7’5”) 

LADIES WC 2m x 2.2m (6’5” x 7’2”)
With fitted door closure, non-slip flooring, small radiator, and 
wall mounted wash hand basin. Independent water heater, 
low level WC, fitted shower cubicle (not in use). Shaver point, 
mirror and tiled splash-back. A timber casement window.

MENS WC 2.3m x 1.3m (7’5” x 4’2”)
Timber casement sash window, non-slip flooring, low level WC, 
wall mounted wash hand basin, hand drier and non-slip flooring.

LOBBY 2.4m x 0.89m (7’8” x 2’9”)
Exposed timbering as wall decoration.

OFFICE 4.5m x 4.6m (max) (14’7” x 15’)
Carpet tiled flooring, timber casement sash window, two 
double power points and pendant light.

OFFICE 4.7m x 3.1m (15’4” x 10’1”)
Four double power points, two radiators with control valves. 
Pendant light with six glass flutes, plaster cornice and exposed 
decorative timbering.

OFFICE 4.6m x 3.9m (15’ x 12’7”)
Two timber casement sash windows, six double power outlets. 
Exposed decorative timbers, pendant light and cornice. 

LOFT SPACE VIA A FIRE PROOF HATCH OFF SECOND 
FLOOR LANDING
With gentle rise continuation of the cantilevered staircase into 
three areas with a pair of Kingpost Trusses at either end with 
some separation between areas. There is some insulation laid 
on the ceiling joists.

CELLAR AREA 1 FROM GROUND FLOOR RECEPTION 

ROOM 1 7m x 2.4m (22’9” x 7’8”)
Exposed brick walling.

ROOM 2 4.2m x 4.5m (13’7” x 14’7”)
With several semi-circular brick alcoves feature. Ledged and 
braced door. Wall mounted gas meter and electrical RCD and 
fluorescent lighting. Access from outside former coal and fuel 
hatch with brick steps. Ceiling height 2.7m (8’8”).

ROOM 3 6.6m x 4.3m (21’6” x 14’1”)
Floor mounted gas fired boiler - Ideal Concord with wall 
mounted thermostat, timer and pump. A brick step across 
the room and a semi-circular rendered wall. Timber casement 
window with bars into Cellar 2 and lagged pipework.

ROOM 4 3.8m x 4.5m (12’4” x 14’7”)
Exposed brick walling. Part flagstone floor and fluorescent strip 
lighting.

ROOM 5 4.5m x 2.9m (14’7” x 9’5”)
Similar to other rooms, with smooth plastered finish to ceiling, 
emergency lighting and fluorescent strip light.

CELLAR AREA 2 LOCATED WITHIN THE COURTYARD
Steps down into cellar.

CELLAR  6.9m x 2.1m (22’6” x 6’8”)
Air conditioning unit and extension of the smoke detection 
and alarm bell. Timber casement window with bars and lagged 
central heating pipes from boiler room.

BEWELL HOUSE ACCOMMODATION AS EXISTING:



AGENTS NOTE   These particulars are prepared for the guidance only of prospective purchasers. They are intended to give a fair and overall description of the property and do not constitute the whole or any part of an offer or contract. Any information contained herein (whether in text, plans or photographs), is given in good faith but should not be relied upon as being a statement or 
representation of fact. Nothing in these particulars shall be deemed to be a statement or representation of fact. Nothing in these particulars shall be deemed to be a statement that the property is in good condition or otherwise nor than any services or facilities are in good working order. Any moveable contents, fixtures and fittings (whether wired or not) referred to in these property 

particulars (including any shown in the photographs) are, unless the particulars say otherwise, excluded from the sale. In the event that the buyer proposes to purchase any moveable contents or include them in any offer for the property, the buyer cannot in any respect imply such inclusions from the property particulars. Any areas, measurements or distances referred to herein are 
approximate only and may be subject to amendment. It should not be assumed that the property has all necessary planning, building regulations or other consents and these matters must be verified by an intending purchaser. The information given in these particulars is given without responsibility on the part of the agents or their clients and neither the agents nor their employees have any 

authority to make or give any representations or warranties whatever in relation to this property. Arkwright Owens has not tested apparatus, equipment, fittings, or services and so cannot verify that they are in working order. The buyer is advised to obtain verification from their solicitor or surveyor. The photograph may have been taken with the use of a wide-angle or zoom lens. All room sizes 
are approximate and if measured into a recess then this is indicated. The property is sold in the aforegoing particulars. Any item not mentioned herein is specifically excluded.
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BUSINESS RATES
The chargeable authority being Herefordshire 
Council Business Rates Team.

The description is: Office & Premises and the 
Rateable Value of £29,500

ANTI MONEY LAUNDERING (AML)
A successful bidder will be required to provide 
information to satisfy the AML regulations 
when Heads of Terms are agreed.

CAR-PARKING
The existing office use rateable value accounts 
for 13 car-parking bays, although with better 
spacing and reduction of trees there could be 
closer to 17 in total.

VIEWINGS
Viewings are strictly by appointment through 
local agents Arkwright Owens, acting as sole 
agents with sole selling rights,
Telephone (01432) 267213 ask for: 
Julian Owens +44 (0)7855 744821. 
Email: arkwrightowens@btinternet.com

TOWN & COUNTRY PLANNING 
(USE CLASSES) ORDER 1987 
B1 (a) Offices & Premises
(B1 becomes) - E (g) (i)

SERVICES
All mains services are connected: Mains gas, 
mains water and drainage, mains electricity.

EPC
12/16/2020 Energy performance certificate (EPC) - Find an energy certificate - GOV.UK

https://find-energy-certificate.digital.communities.gov.uk/energy-certificate/1634-8052-8873-4744-2602 2/4

Net zero CO2
A+ 

A 
B 

C 
D 

E 
F 

G

Under 0 

0-25 

26-50 

51-75 

76-100 

101-125 

126-150 

Over 150

116 | E

Properties are given a rating from A+ (most efficient) to G (least efficient).

Properties are also given a score. The larger the number, the more carbon dioxide (CO2) your property is likely to emit.

How this property compares to others

Properties similar to this one could have ratings:

If newly built

25 | A

If typical of the existing stock

74 | C

Breakdown of this property’s energy performance

Main heating fuel
Natural Gas

Building environment
Heating and Natural Ventilation

Certificate Number: 4979-2000-1629-3956-3054

ROAD COMMUNICATIONS 
25 Miles south-west of Worcester
65 miles south west of Birmingham
Roads nearby: A49, A438, A40, A465, M4, M5.

Bewell House with parking has the benefit of 
vehicular access off the Hereford inner ring 
road with direct access onto A49 to South 
Herefordshire, A49 and access to Ross-on-
Wye and the Welsh Border and beyond to 
Abergavenny, Newport and Cardiff.


